
INSTALLATION GUIDE

1. Position the GuardDog over 
the stormwater drain. For side 
entry drains, contour the inbuilt 
aluminium strips around the kerb.
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2. 
port - the bottom of the port should 
sit 30-40mm above the inside edge 
of the gutter.

3. For environments where there is 
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1. Drill holes into concrete / asphalt. 2. Install Dynabolts or concrete screws 
to secure the GuardDog in place.

METHOD 1: 
CONCRETE SCREWS

& DYNABOLTS

1. The GuardDog can be secured to 
grated drains using the magnetic 
mounting kit (includes 4x magnets)

2. The kit also includes optional angled 
pieces which can be hammered into 
grate edges for added pull strength.

METHOD 2: 
MAGNETIC  

MOUNTING KIT
Code: SPL090-MAGNET
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1. For grated drains, metal ties 
can also be used for GuardDog 
installation. Simply thread through 
grate and secure in place.

METHOD 3: 
METAL 

CABLE TIES

2. For this method, a weighted object 
such as a sandbag can be used as 
an alternative to screws.
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INSTALLATION GUIDE

1. In extreme environments with 

GuardDog can be installed 
underneath a grated drain.

2. Remove the grate and place the 
GuardDog over the drain. Ensure 

overhang on all four sides.

METHOD 4: 
HEAVY DUTY

INSTALLATION
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3. Place the metal grate back over the 
drain and the GuardDog.

4. Use a sharp blade to cut each 
corner of the GuardDog.

5. Finish by cutting each side of 
overhang for a nice clean install.

Grated Drains Only


